ULTRANAMEL Vitreous Enamel Panel (V1219)
UN-25-CCF Concealed Cassette Fix
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(1.5mm STEEL FACE SKIN)
INSTALLATION DETAILS
Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au
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D.01 - TYPICAL FIXING DETAIL

SCALE 1:2

Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd

Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344

should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRANAMEL Vitreous Enamel Panel (V1219)
UN-25-CCF Concealed Cassette Fix
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D.02 - BASE DETAIL

SCALE 1:2

Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRANAMEL Vitreous Enamel Panel (V1219)
UN-25-CCF Concealed Cassette Fix
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SCALE 1:2
Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRANAMEL Vitreous Enamel Panel (V1219)
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D.04 - HEAD AT SLAB JUNCTION

SCALE 1:2

Disclaimer: These details are general design details for use as a guide.
Any use is at the user's own discretion and risk. All detailing and installation
should be in accordance with all the relevant codes and standards as per
current NCC requirements.
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Blue Chip Group Pty Ltd
P: 08 9451 2344
F: 08 9451 8983
E:

sales@pbluechipgroup.net.au



ULTRANAMEL Vitreous Enamel Panel (V1219)
UN-25-CCF Concealed Cassette Fix

g 3 10mm CALCIUM SILICATE OR
TEK SCREW 3 f;" ALUMINIUM HONEYCOMB BACKING
FIRESPAN NON-COMBUSTIBLE | e ULTRANAMEL PANEL
SARKING (TO AS 4200.2) |
STUDTEK TOPHAT . I V/% L STAINLESS STEEL POP RIVET
T 6
| |
STEEL STRUCTURE TO OTHER'S DETAIL | | L-FIXING CLIP
@Wr ©
7 L-FIXING CLIP
| /] /PROLASTIK SEALANT AND FOAM BACKING ROD
SN

TYP.”

IS
IS
o)

=—WINDOW HEAD TO OTHER'S DETAIL

L
AT
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SCALE 1:2

Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRANAMEL Vitreous Enamel Panel (V1219)
UN-25-CCF Concealed Cassette Fix
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D.06 - WINDOW JAMB
SCALE 1:2
Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRANAMEL Vitreous Enamel Panel (V1219)
UN-25-CCF Concealed Cassette Fix
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SCALE 1:2
Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRANAMEL Vitreous Enamel Panel (V1219)
UN-25-CCF Concealed Cassette Fix
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D.08 - INTERNAL CORNER

SCALE 1:2

Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRANAMEL Vitreous Enamel Panel (V1219)
UN-25-CCF Concealed Cassette Fix

STRUCTURE TO OTHER'S DETAIL

-

(] 3 [ FIRESPAN NON-COMBUSTIBLE
© [ SARKING (TO AS 4200.2)
|
o firo- TEK SCREW

‘ﬂ >
B PACKER AS REQUIRED

® - L-FIXING CLIP

STAINLESS STEEL POP RIVET

ULTRANAMEL PANEL

10mm CALCIUM SILICATE OR

ALUMINIUM HONEYCOMB BACKING
D.09 - EXTERNAL CORNER
SCALE 1:2
Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRANAMEL Vitreous Enamel Panel (V1219)
UN-25-CCF Concealed Cassette Fix
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D.10 - SOFFIT JUNCTION
SCALE 1:2
Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRANAMEL Vitreous Enamel Panel (V1219)
UN-25-CCF Concealed Cassette Fix

—FLASHING TO OTHER'S DETAIL

o £
A=

20-50mm

20
10 mm

mm

©

2
e

—STAINLESS STEEL POP RIVET

<—ULTRANAMEL PANEL

L-FIXING CLIP

TEK SCREW

10mm CALCIUM SILICATE OR
f ALUMINIUM HONEYCOMB BACKING

FIRESPAN NON-COMBUSTIBLE
SARKING (TO AS 4200.2)

D.11 - PARAPET CAPPING
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Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd

Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344

should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au
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