ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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INSTALLATION DETAILS

Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd

Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344

should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@bluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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SCALE 1:2
Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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Disclaimer: These details are general design details for use as a guide.
Any use is at the user's own discretion and risk. All detailing and installation
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current NCC requirements.
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ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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SCALE 1:2

Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd

Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344

should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)

FIRESPAN NON-COMBUSTIBLE

|
|
|
|
|
|
|
|
STUDTEK TOPHAT. :
|
|
STUDTEK EPDM RUBBER FOAM STRIP j} >
|
|
|
| SARKING (TO AS 4200.2)

ULTRAWOOD CLADDING—— e—STRUCTURE TO OTHER'S DETAIL

>

PACKER AS REQUIRED

CONCEALED SCREW

50x50 ANGLE FIXED TO TOPHATS

PACKER AS REQUIRED

CLADTRIM 2-PIECE CORNER PROFILE

CONCEALED SCREW
CONTINUOUS BEAD OF SEALANT

D.10 - EXTERNAL CORNER

SCALE 1:2

Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd

Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983
current NCC requirements. E: sales@pbluechipgroup.net.au



ULTRAWOOD Non-combustible Timber Cladding (V1219)
UW-GR-CSF Concealed Screw Fix (Vertical Installation)
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SCALE 1:1
Disclaimer: These details are general design details for use as a guide. Blue Chip Group Pty Ltd
Any use is at the user's own discretion and risk. All detailing and installation P: 08 9451 2344
should be in accordance with all the relevant codes and standards as per F: 08 9451 8983

current NCC requirements. E: sales@pbluechipgroup.net.au
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