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FIRESPAN TECHNICAL DATA SHEET 
 

ITEM TEST STANDARD UNIT RESULT 

Combustibility AS 1530.1 - Pass 

Flammability Index AS 1530.2 - 1 

Ignitability Index 

Spread of Flame Index 

Heat Evolved Index 

Smoke Developed Index 

AS 1530.3 - 

0 

0 

0 

1 

Duty / Tensile Strength AS 4200.1 Classification 

kN/m 

kN/m 

Extra Heavy 

MD 36.6 

LD 24.4 

Edge Tear Resistance AS 4200.1 

 

Classification 

N (25mm) 

N (25mm) 

Extra Heavy 

MD 266 

LD 301 

Dry Delamination AS 4201.1 - Pass 

Wet Delamination AS 4201.2 - Pass 

Shrinkage AS 4201.3 % 0.0 

Water Barrier AS 4201.4 Silver 

White 

Pass 

Pass 

Emittance (silver foil facing) 

 

AS 4201.5 

AS 4201.5 

Value 

Reflectance 

0.05 

95% 

Water Absorbency AS 4201.6 g/m2 
Classification 

85.2 
Low 

Vapour Transmission 

 

ASTM E96 

 

g/h.m2 

g/24h./m2 

0.006 

0.151 

Vapour Permeance ASTM E96 μg/N.s 0.001 

Vapour Barrier NCC 2019 (VCM) Classification Class 1 
(High) 

Vapour Resistance ASTM E96 MN.s/g 4483.6 

Burst Force AS 2001.2.19 N 758 

Bursting Strength AS 4200.1 Classification Light Wall 

 
For use in climate zones 1, 2, 3, 4 and 5 behind any type of facade, lightweight cladding or brick 
masonry type wall. FIRESPAN Sarking is certainly suitable for ventilated facades but we would 
recommend using SINIAT 13mm Weather Defence Board. 

 
FIRESPAN PHYSICAL PROPERTIES 
 
Size  1250mm x 40 lineal metres 
Thickness 0.2mm (nominal) 
Weight  12.5kg per roll 
Quantity 50m2 per roll  
Order Code FSS12540 
Description FIRESPAN Waterproof Membrane, 1.25 x 40m Roll 
Accessory INSULTAPE 60mm High Tack Sarking Tape, 30m Roll 


