BLUECHIP

ULTRAFIX Z-ANGLE TECHNICAL DATA SHEET
Extruded Aluminium Z-angles for Mechanical Cassette-fixing System

Long Z-angle Dimensions:

Code Description Profile Dimensions
UZLW58 ULTRAFIX 24mm Long Z-angle
(Black Finish*), 5.8m Length 10.00
1.60
*Important Note:
Unlike other options available in the
market, the ULTRAFIX long z-angle 8 2
is powder-coated to assist in ¥ 5
preventing bimetallic corrosion when
in contact with steel top-hats.
20.40 S
ALLOY: 6063-T5 .
28.80
Short Z-angle Dimensions:
Code Description Profile Dimensions
UZSM58 ULTRAZED 22mm Short Z-angle
(Mill Finish), 5.8m Length | 10.00
o | 1.80
*Important Note: F
The ULTRAFIX short z-angle has [
micro-vee screw lines to assist in 7.906.10 2
fixing at various joint widths. 66 § N
ViV ;
ALLOY: 6063-T5
17.60
26.00
Typical Installation Detail:
12mmT_T
TYP. PROLASTIK SEALANT AND
ULTRACORE IQ PANEL | FOAM BACKING ROD
- ULTRAFIX SHORT Z-ANGLE

ULTRAFIXLONG Z-ANGLE f|————

TEK SCREW. |« STUDTEK TOPHAT

STRUS(;F'IBUURE\IUS)EIQCNSIQ o "ULTRAPERM VAPOUR PERMEABLE
TO OTHER'S DETAIL > MEMBRANE INSTALLED AS PER AS 4200.2
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